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| NTRODUCTION

T CONCEPTS MIAMI is an honored partner and certified North
American stocking distributer for CCE Italy. We feel that now is the
time, more than ever, to “mind the gaps” as it pertains to properly
sealing and insulating doors. Door seals are being specified as a
necessary door hardware accessory and overall environment solution to
help reduce sound transfer, as well as to aid in a reduction of air transfer
and flow related to dust and allergen particles. As an ISO certified
company, CCE holds several patents in design which separate their
technology from any other manufacture in the market. Together with
our partnership, TCM offers a complete line of automatic drop seals and
peripheral seals dedicated to not only glass doors and walls, but for
other door substrate materials as well.
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AUTOMATIC
DROP DOWN SEAL

WHAT IS IT?

An automatic drop down seal for doors consists of an external aluminum profile (1)

(of variable dimensions depending on the model and on the door system in which it will be
installed) and of a second inner aluminum profile (2) that is pushed downwards by rigid trust-
roads in plastic material. The system is activated by a plunger (3) that pushes against the
door frame (or on a specific external element) when the door closes. Beginning from the
plunger side, the internal profile drops downwards to complete its movement on the
opposite side for a complete drop. This profile is equipped with a seal (4) (the type changes
depending on the different models) that stick to the floor closing the gap for all the length of
the door.

plunger (3)

inner aluminum profile (2)

external aluminum profile (1)

seal (4)




AUTOMATIC DROP
DOWN SEAL

WHY USE IT?

Automatic drop down seals for doors are created to close the annoying gap between the door and the floor.
Filling the gap when the door is closed, automatic seals keep out dust and insects and protect from air, water,

wind and noise to guarantee comfort and safety in living spaces. CCE offers a wide range of products with
particular performances to fit any application.
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GLASS

AUTOMATICDOOR BOTTOMS AND
ACCESSORIES FOR GLASS DOORS

Complete line of automatic door bottoms and elegant perimetral/meeting seals, dedicated to
glass doors and walls. Essential to close the gaps under and around swing or sliding glass doors
and walls and block air, dust, insects and noise.




SWING DOORS

AUTOMATICDOOR BOTTOMSAND
ACCESSORIES FOR SWING DOORS

On hinged glass doors, different elements can be used to close the gaps under and around
the door leaf. They are installed quickly and easily thanks to the use of high-strength
double-sided adhesive tape.




Automatic drop down seal for external application on hinged
G I_A S S glass doors. It is installed by a high-sealing double-sided

adhesive tape. It guarantees an high sound insulation and it's

ST f N D 2 R D available for varying substrate thickness.

PART NUMBER CE1340GLA

Application

GLASS

size 13x40 mm
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Handling Left or Right: Available Finishes: Available Lengths: 38.5" (978MM),
425" (1079MM)

Trimming: 4.92" (1I25MM) MAX

May be changed manually by

disassembly and
reconfiguration. Steps are
provided in installation manual. @

SILVER BLACK —_—

*Other colors available on request *Custom length available on request



High performance glass model with the new Chrono technology of
G I_ A S S hydraulic delayed drop of the seal (CCE patent). The seal drops only after
the door is completely closed avoiding friction and noise. Also
incorporating acoustic capabilities, this dropseal garantees high sound
A C O U S T | C insulation. For the proper functioning of this model it is important to

indicate if the application is on right opening or on left opening doors.

PART NUMBER CE1540GCH-Chrono

Application
size 15x40 mm
GLASS
7
<—18.5—1p
e 15—
A : 0\
Plunger type :
13 /4 I
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Seal V
HF4 s
floor V.
SIL o
o, Fixing type Closing plug included
42 dBR ).
IFT Cert. n. W ) n@us 6F
PB 4-K06-04 uL
en-01 10C R39141
File |§ é‘k
nr.
Handling Left or Right: Available Finishes: Available Lengths: 38.5" (978MM),

425" (1079MM)

Left or Right handling not Trimming: 492" (125MM) MAX
interchangeable. Handling
must be established prior to

ordering. See Glass

Acoustic Chrono Handling ]
Guide. T
SILVER BLACK L —

*Other colors available on request *Custom length available on request



Glass Acoustic Chrono - Handling Configuration
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G I_ A S S Drop seal especially designed for framed sliding glass doors, with a soft

mechanism requiring less than 12 Newton to be activated. The plunger

can completely fit in the profil e so there is no more gap between the door
F R A M E D and the frame/wall. The acoustic value is at the top. Available in two

options for fix ing (self adhesive or screws) and two door operating types:

TREND PLUS  =meoeee

PART NUMBER CE1320TDP

Application

' size 12.8x20 mm

GLASS

Plunger type

floor V

THERM

50 dBRw Fixing type ACTIVATION Open
IFT Cert. n.
22-00ezr182—PR01 6F w

SOFT
ACTIVATION
<12N Closed
Handling Left or Right: Available Finishes: Available Lengths: 38.5" (978MM),

42.5" (1079MM)
Interchangable Trimming: 4.92" (125MM) MAX

by flipping position

*Custom length available on request



SLIDING DOORS

AUTOMATICDOOR BOTTOMSAND
ACCESSORIES FOR SLIDING DOORS

Glass sliding doors are increasingly widespread, on prestigous buildings, shops and in shower
boxes. CCE has studied a range of products for the sliding doors which eliminates the gaps
between doors and walls where air, water and dust can't pass through.




Model designed for bottom rail glass doors, with a special

G LA S S activation mechanism that works with the standard door guide

on the floor, closing the seal to the flo or when the door is closed.
Available for glasses 10mm, 12mm, 12.7mm thick and in multiple

B OTTO M anodized fin ishes.
UNIVERSAL

PART NUMBER CE8135GBUX

Application =

== size 8 t0 13,5x34,7 mm

GLASS

Plunger type
9BS

Fixing type Closing plug included Seal ACTIVATION

6F
_ FL2 ﬁ _%y

THERM EXTRA SOFT

Handling Left or Right: Available Finishes: Available Lengths: 38.5" (978MM),
425" (1079MM)

Trimming: 4.92" (1I25MM) MAX

Interchangeable by flipping
position.

SILVER BLACK [——

. .
Other colors available on request “Custom length available on request

Floor guides available upon request. Available in silver and black finishes.

Open Close Part # TCMGUISA Part #: TCMGUIBLA



PERIPHERAL SEALS

PERIPHERAL SEALS AND ACCESSORIES;
THE WHOLE DOOR APPROACH

Air flow, dust particles and sound can escape through any space; not just the space underneath a
door. Peripheral seals help bridge other critical gap areas which are necessary to completely seal a
door, and adjoining glass. What is important when sourcing the ideal peripheral seals for your

door? Material, texture, flexibility and pliability. TCM and CCE have the perfect options and solutions
for you to achieve

the “Whole Door Approach”.




GLASS LIP SLIDE

COD. GLASSLIPS

APPLICATION
% ‘<~

“

COLOURS

7
s

TRANSPARENT

SIZE: 16,6x18 mm

min 6/ max 33

MOQ =20 PIECES

TRIMMING
maximum on both sides —

LENGTHS
3000mm

GLASS LIP SLIDE is an adhesive seal for sliding glass doors with a simple and quick installation
system. The seal lip can be shortened by simply by tearing off part of the lip. This seal allows to
fill from 12 to 30 mm gaps and it is available for glass from 8 to 14 mm thick.



GLASS LIP
COD. GLASSLIP

APPLICATION

//]l

GLASS

COLOURS

s
W

TRANSPARENT

MOQ =20 PIECES
TRIMMING
maximum on both sides

LENGTHS
3000mm

GLASS LIP is an adhesive perimetral seal for glass doors and walls for simple and easy fitting. This

product allows to meet gaps from 2,5 to 7 mm wide and it can be used on glass from 8 to 14 mm thick. Its
soft lips can be shortened simply by tearing off part of the lip.



INSTALLATION
TOOL QUOTED
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ONLY.
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QUICK REFERENCE GUIDE

Please Note: Each drop seal design has different characteristics that affect acoustical performance. A

dB listed as “N/A" means the seal does not significantly block sound from entering the room. For
Chrono, Comfort and Con Guerazinoe dB ratings, please reference product catalog pages.

EE?DUCT SEALTYPE DRAWING DB FLOOR TYPE
GLASS A: Thermoplastic4 | A \ﬁ RATING A: | All types
gn§’~|k-)laCk - THERM 57 1639 Recommended:
: Silicone balloon
h liaht 5 dB Rw A: For mainly concrete
shape, 1ig grgy B:34to 44 | and wooden floors
C: Thermoplastic SiL dB Rw B or C: For parquet or
balloon shape, grey c C:28to 39 carpeted flooring
D: Brush @ dB Rw D: For hard finished
THERM D: N/A floor surfaces
. |
PP
GLASS FL2: Thermoplastic | FL2 27 to 39 Uneven, like tiled floor
FILLER 4 fins cross-cuted, H W dB Rw
grey THERM
GLASS B: Silicone balloon | B @ 38 dB Rw Parquet and/or
CHRONO | shape i carpeted floors
SIL
GLASS HF4: Silicone, light HF4 50 dB Rw All types
ACOUSTIC | grey
SIL
Note the upper
“wings”  f th
amclgt]igsstic perf(t;rrmancee
GLASS B: Silicone balloon B 38 dB Rw Parquet and/or
BOTTOM shape carpeted floors
SIL
GLASS FL2: Thermoplastic FL2 27 to 39 |deal for uneven surfaces,
BOTTOM 4 fins cross-cuted H W dB Rw like tiled floor
FILLER THERM
GLASS DB: Brush in DB N/A Ideal for hard finished floor
BRUSH polypropylene, surfaces. Mainly used where
black a standard drop seal cannot

=i

PP

Example of Part Number Breakdown:

PRODUCT CODE ‘SUBSTRATETHICKNESS ‘LENGTH

fit. Benefits include
reduction in dust, allergen
particles transferring under
door

\ SEAL TYPE \ FINISH

ASGLA

‘ 127

‘930 mm

‘A ‘SA
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REQUEST A QUOTE CONTACT US

RFQ@T-CONCEPTS.COM T-CONCEPTS.COM | 888.409.9340
HELLO@T-CONCEPTS.COM
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	Application
	GLASS

	Plunger type
	Seal
	SIL

	Fixing type
	6F

	Closing plug included
	KIT RINVIO GLASS PN# KITRINVIOGLASS

	Handling Left or Right:
	May be changed manually by  disassembly and  reconfiguration. Steps are  provided in installation manual.
	Available Finishes:
	SILVER
	BLACK

	Available Lengths: 38.5" (978MM), 42.5" (1079MM) Trimming: 4.92" (125MM) MAX
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	High performance glass model with the new Chrono technology of hydraulic delayed drop of the seal (CCE patent). The seal drops only after the door is completely closed avoiding friction and noise. Also incorporating acoustic capabilities, this dropseal garantees high sound insulation. For the proper functioning of this model it is important to indicate if the application is on right opening or on left opening doors.
	Application
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	Plunger type
	Seal
	HF4
	SIL
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	Closing plug included
	Handling Left or Right:
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	Available Finishes:
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	BLACK
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	Glass Acoustic Chrono - Handling Configuration
	Exterior
	Interior
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	Drop seal especially designed for framed sliding glass doors, with a soft
	mechanism requiring less than 12 Newton to be activated. The plunger
	can completely fit in the profil e so there is no more gap between the door
	and the frame/wall. The acoustic value is at the top. Available in two
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	swing or sliding.
	Application
	GLASS


	Plunger type

	17A
	NO TOOLS
	Seal
	THERM
	dBRw

	Fixing type

	6F
	ACTIVATION
	SOFT
	ACTIVATION

	< 12 N
	Open
	Closed
	Handling Left or Right:
	Interchangable  by flipping position
	Available Finishes:
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	Available Lengths: 38.5" (978MM), 42.5" (1079MM) Trimming: 4.92" (125MM) MAX
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	Model designed for bottom rail glass doors, with a special activation mechanism that works with the standard door guide on the floor, closing the seal to the flo or when the door is closed. Available for glasses 10mm, 12mm, 12.7mm thick and in multiple anodized fin ishes.
	Application
	GLASS

	Plunger type 9BS
	Fixing type 6F
	Closing plug included
	Seal
	FL2
	THERM
	ACTIVATION
	EXTRA SOFT
	Handling Left or Right:
	Interchangeable by flipping  position.
	Available Finishes:
	SILVER
	BLACK

	Available Lengths: 38.5" (978MM), 42.5" (1079MM) Trimming: 4.92" (125MM) MAX
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	Open
	Close
	Part #: TCMGUISA
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	GLASS LIP SLIDE
	COD. GLASSLIPS
	APPLICATION
	GLASS

	COLOURS
	TRANSPARENT
	SIZE: 16,6x18 mm

	MOQ = 20 PIECES
	GLASS LIP SLIDE is an adhesive seal for sliding glass doors with a simple and quick installation system. The seal lip can be shortened by simply by tearing off part of the lip. This seal allows to fill from 12 to 30 mm gaps and it is available for glass from 8 to 14 mm thick.



	GLASS LIP
	COD. GLASSLIP
	APPLICATION
	GLASS

	COLOURS
	TRANSPARENT

	SIZE
	GLASS LIP is an adhesive perimetral seal for glass doors and walls for simple and easy fitting. This product allows to meet gaps from 2, 5 to 7 mm wide and it can be used on glass from 8 to 14 mm thick. Its soft lips can be shortened simply by tearing off part of the lip.



	INSTALLATION TOOL QUOTED PER REQUEST ONLY.
	QUICK REFERENCE GUIDE
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	Please Note: Each drop seal design has different characteristics that affect acoustical performance. A dB listed as “N/A” means the seal does not significantly block sound from entering the room. For Chrono, Comfort and Con Guerazinoe dB ratings, please reference product catalog pages.
	PRODUCT REF. GLASS
	SEAL TYPE A: Thermoplastic 4  fins, black B: Silicone balloon  shape, light grey C: Thermoplastic  balloon shape, grey D: Brush

	DRAWING A
	THERM
	SIL
	THERM
	DB RATING A: 27 to 39  dB Rw B: 34 to 44  dB Rw C: 28 to 39  dB Rw D: N/A
	FLOOR TYPE All types Recommended: A: For mainly concrete  and wooden floors B or C: For parquet or  carpeted flooring D: For hard finished  floor surfaces

	GLASS FILLER
	GLASS CHRONO
	GLASS ACOUSTIC
	FL2: Thermoplastic 4 fins cross-cuted, grey B: Silicone balloon  shape
	HF4: Silicone, light grey

	FL2
	HF4
	PP
	THERM
	SIL
	27 to 39 dB Rw
	38 dB Rw
	50 dB Rw
	Uneven, like tiled floor
	Parquet and/or carpeted floors
	All types

	GLASS BOTTOM
	GLASS BOTTOM FILLER GLASS  BRUSH
	B: Silicone balloon shape
	FL2: Thermoplastic 4 fins cross-cuted
	DB: Brush in polypropylene, black
	SIL
	SIL


	FL2
	THERM

	DB
	38 dB Rw
	27 to 39 dB Rw

	N/A
	PP
	Parquet and/or carpeted floors
	Ideal for uneven surfaces, like tiled floor
	Ideal for hard finished floor surfaces. Mainly used where a standard drop seal cannot fit. Benefits include reduction in dust, allergen particles transferring under door
	Example of Part Number Breakdown:

	PRODUCT CODE ASGLA
	SUBSTRATE THICKNESS 127
	LENGTH 930 mm

	SEAL TYPE A
	FINISH SA
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