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LOCK CORE INSTALLATION

Using the Control Key, turn lock to depress locking bar/pin. (Schlage LFIC shown) This will bar/pin 
be different on different brand cores.

Control Key

Locking bar/Pin.

Linkage Groove
Must match linkage pin 
location

Linkage Pin
Schlage LFIC shown at 10:00 
PRIMUS located at 2:00 

The linkage interface needs to be oriented properly so that the linkage pin on the core lines up with 
the groove in the handle linkage. Use needle nose pliers to twist the handle linkage and orient the 
groove. This pin and pin location will be different on different brand cores. (Schlage LFIC shown)

The tolerances on these connections are very small and the connections are very tight. Be patient 
and take your time installing. Never try to force cores into place.  
Make sure Core Cap is tight to the body of the core. if is not after insertion the key will not come back 
out of the core.
If this does occur – After insertion – the only way to remove the control key is to apply moderate 
force to the core face while pulling on the key in the straight up position & the key will release. 
Remove core from linkage, tighten core cap by depressing core rear pin & rotating cap till cap is 
tight.

Prior to installing the core, remove the linkage rod from the handle.  Insert 
the core into the core housing using the Control Key.  The core face should 
flush with the housing face and the core should be locked in place with the 
Control Key removed .  This step is to confirm clear mating between the 
client's desired core and the machined housing.



LOCK CORE INSTALLATON

Removing the linkage rod can help better understand the interface between the groove on the 
linkage rod and the linkage pin on the core. (Shown below)
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Schlage LFIC shown at 10:00 
PRIMUS located at 2:00 

Once the core has been fully inserted into pull housing using CONTROL key, remove 
CONTROL key and test lever/thumb-turn and therefore locking bolt movement using 
OPERATION key
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ABOUT T CONCEPTS MIAMI

T CONCEPTS MIAMI (TCS) is a Miami-based manufacturer of architectural door 
hardware. Our firm specializes in locking ladder pulls, non-locking ladder pulls, custom 
pull handles, ADA compliant hardware, hydraulic hinges + patch fittings, along with 
complete, revolutionary environments' solutions. TCM services clients throughout 
North and South America, and Europe.

T CONCEPTS MIAMI has taken a long look at the glass hardware industry…and decided 
it’s time for a transparent evolution.

For more information, visit us online or contact us directly.

REQUEST A QUOTE 

RFQ@T-CONCEPTS.COM

CONTACT US

T-CONCEPTS.COM | 888.409.9340

HELLO@T-CONCEPTS.COM
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