
INSTALLATION 
MANUAL

LLNSP
LOCKING HANDLE



INSIDE 
THE BOX:

TOOLS 
REQUIRED:
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SET SCREWS (M6)
CONNECTING BOLT
METAL GROMMETS (Φ45MM)
NYLON WASHER (Φ45MM)
NYLON BUSHING
CONNECTING ROD
INTERCHANGEABLE CORE 
(PROVIDED BY OTHERS)
CONNECTING NUT
METAL GROMMETS (Φ35MM)
NYLON WASHER (Φ35MM)
NYLON BUSHING

3MM HEX KEY

GETTING 
STARTED
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LLNSP LOCKING HANDLE / INSTALLATION MANUAL

Loosen (4) m6 
set screws using 
3mm hex key

Separate  
handle halves

STEP 1 STEP 2



Remove connecting
bolt/nut/ washers/
grommets and 
connecting rod

TOP

TOP

BOTTOM

BOTTOM

Line up connecting 
bolt, nut, grommets, 
washers and bushing 
to glass cut-outs. 
Tighten bolt/nut.

STEP 3

STEP 4

LLNSP LOCKING HANDLE / INSTALLATION MANUAL

Line up remaining 
handle half to 
connecting bolt/nut 
and insert.

Tighten set 
screws using 
3mm Hex key

STEP 5 STEP 6



LLNSP LOCKING HANDLE / INSTALLATION MANUAL

INSTALLATION 
COMPLETE

Insert connecting rod (A) 
and lock core (B) using 
control key.

A

B

STEP 7

Position connecting 
rod so that front end 
of connecting rod 
mates with back 
end of core (core is 
provided by others)
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