
INSTALLATION 
MANUAL

LP
LOCKING HANDLE



INSIDE 
THE BOX:

TOOLS 
REQUIRED:

1
2
3
4
5
6
7
8

SET SCREWS (M6)
CONNECTING BOLT
GROMMET
LOCKING POST WASHER
LOCKING POST BUSHING
CONNECTING NUT POST
WASHER
POST BUSHING

3MM HEX KEY
PHILLIPS SCREWDRIVER

GETTING 
STARTED

LP LOCKING HANDLE / INSTALLATION MANUAL

Disassemble 
by loosening 
(4) M6 set 
screws using 
M3 Hex key

STEP 1



Remove mounting 
hardware by turning 
connectors CCW

Insert post cap, 
washer and bushing 
(top and bottom)

Post Cap

   Nylon Washer

      Nylon Bushing

Post Cap

   Nylon Washer

      Nylon Bushing

STEP 2

STEP 5

LP LOCKING HANDLE / INSTALLATION MANUAL

Slide connecting rod 
(top) & threaded rod 
(bottom) through cut 
out holes

STEP 4

TOP

TOP

TOP

BOTTOM

BOTTOM

BOTTOM



LP LOCKING HANDLE / INSTALLATION MANUAL

Insert remaining 
washer, post cap 
and connectors.
Manually turn 
connectors CW 
until they stop.

Retract the bolt 
by turning thumb 
turn CW. 
While bolt 
retracted, slide 
remaining pull half 
onto connectors 
(top and bottom).

Tighten (4) M6 
set screws using 
M3 Hex key

STEP 5 STEP 6

STEP 7

INSTALLATION 
COMPLETE

T- C O N C E P T S . C O M  

TOP

BOTTOM


