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T CONCEPTS MIAMI INTRODUCTION

T CONCEPTS MIAMI (TCM) is a family owned business that first 
rose to the forefront of the design industry in 2001. Birthed from 
a passion for futuristic space planning & light sharing inter-scopes 
within the home and work space – TCM swiftly became 
renowned for pioneering the introduction of “industrial” type 
products into the interiors arena. From clear anodized aluminum, 
specialty tempered glass, resins & acrylics, to insulated glass units;
TCM helped to evolve the interiors market by being one of the 
first companies in the USA to integrate form, function and style 
with movable wall systems, space partitions, sliding doors and 
office fronts.

After working with some of the most exclusive hospitality 
companies, corporate headquarters, retailers, museums and 
sporting complexes, in 2010 we re-invented ourselves from a 
design/build studio to a manufacturer and designer of architectural 
hardware. TCM is here with a very specific focus in mind; to 
become a top tiered supplier of architectural hardware for glass 
doors. Glass concepts are not only the present … they are the 
future!

You will find that T CONCEPTS MIAMI 2.0 hasn’t detoured too far 
from our roots, but better yet honed a very specific niche of innovation. We 
now create the architectural hardware we supply to the market, no 
longer integrating another brand’s product into our vision and client’s 
design. 
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designs our hardware |  creates our hardware | stocks our 
hardware | delivers it effectively & efficiently to our invaluable 
clients.

Our hardware:

- Ladder Pull Handles {Locking and Non-Locking}
- Customized Handles
- Auto-Patch Hydraulic Pivot Hardware
- Pure Glass Sliding Doors & Wall Systems
- ADA Handles

We are very specific in our approach and 
attention to not only solving the issues our 
clients face when deciding on hardware to 
complete and finish an overall design, but also to 
steadfastly cultivate the important relationships 
we share with our clients. All the while, providing 
high integrity hardware at a fraction of the cost. 
We have always felt that our team was in a 
league all our own and we are proud to be a 
group of innovators, problem solvers, design 
connoisseurs and trusted colleagues of our 
clients, whom we see as an extension of our 
family. TCM has taken a long look at the glass 
hardware business and it’s time for an evolution.
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ALL INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF TCONCEPTS SOLUTIONS. ANY REPRODUCTION IN WHOLE OR IN PART IS PROHIBITED

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates 
upon request using our conversion kits for non locking and locking pulls.)

33.69”

41.30”

44.30”

36” 36” 36” 36”

33.69”

Locking And Non Locking Ladder Pull Handles
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Polished Stainless 

Steel US32 (PSS) US19 (MBLK)
Brushed Stainless 

Steel US32D (BSS)

Oil Rubbed Bronze

US10B (ORB)

Small Format

Interchangeable Core (SFIC)

Best SFIC

Corbin Russwin SFIC
Schlage LFIC

Sargent LFIC

Large Format

Interchangeable Core (LFIC)

Top Locking

ADA Accessible Lever 180/360:

Titanium Black

ALL INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF T-CONCEPTS SOLUTIONS. ANY REPRODUCTION IN WHOLE OR IN PART IS PROHIBITED WITHOUT PRIOR WRITTEN CONSENT. 
(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our conversion kits for non locking and locking pulls.)

Shown here: Dust-proof receiver comes standard with locking handles, flange 
reciever as an option if needed. 

Lock Core 
Options    

Locking 
options

Finish 
Options

Top locking receiver 
options
Horizontal Mount

Dust Proof Spring 
Loaded Reciver
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Non-Locking Ladder Pull Handles

12” Non-Locking Ladder Pull Handle
PART # XP-12-BSS

DetailsGlass Cut-out Template

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)

Ø1 1/4" [32mm]

Ø1" [25mm]

BA
B

Ø1/2" [Ø13mm]

Ø1/2" [Ø13mm]

C

BA

Note:

1. Body tube Daimeter:
1-1/4” (32mm)

2. Post Daimeter: 1” (25mm)

3. With white grommet seals
(Plastics)

4. With white bushing

5. Finished: BSS (Brushed)

A = 12” (305mm) 
B = 8” (203 mm) 
C = 2" (50.8 mm)
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18” Non-Locking Ladder Pull Handle
PART #XP-18-BSS

DetailsGlass Cut-out Template

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our conversion kits for non 
locking and locking pulls.)

Ø1 1/4" [32mm]

Ø1"[25mm]

BA
A

C

B

Ø1/2" [Ø13mm]

Ø1/2" [Ø13mm]

Note:

1. Body tube Daimeter:
1-1/4” (32mm)

2. Post Daimeter: 1” (25mm)

3. With white grommet seals
(Plastics)

4. With white bushing

5. Finished: BSS (Brushed)

A = 18” (457.2 mm) 
B = 12” (304.8 mm) 
C = 3”   (76.2 mm)
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24” Non-Locking Ladder Pull Handle
PART # XP-24-BSS

DetailsGlass Cut-out Template

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)

Ø1 1/4" [32mm]

Ø1" [25mm]

BA
B

Ø1/2" [Ø13mm]

Ø1/2" [Ø13mm] Note:

A = 24” (610 mm) 
B = 16” (406 mm) 
C = 4” (101.5 mm)

1. Body tube Daimeter:
1-1/4” (32mm)

2. Post Daimeter: 1” (25mm)

3. With white grommet seals
(Plastics)

4. With white bushing

5. Finished: BSS (Brushed)
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36” Non-Locking Ladder Pull Handle

PART #XP-36-BSS

DetailsGlass Cut-out Template

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)

Ø1 1/4" [32mm]

Ø1"[25mm]

BA
BA

C

B

Ø1/2" [Ø13mm]

Ø1/2" [Ø13mm]

Note:

1. Body tube Daimeter:
1-1/4” (32mm)

2. Post Daimeter: 1” (25mm)

3. With white grommet seals
(Plastics)

4. With white bushing

5. Finished: BSS (Brushed)

A = 36” (914 mm) 
B = 24” (610 mm) 
C = 6” (152.5 mm)
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48” Non-Locking Ladder Pull Handle

PART #XP-48-BSS

Glass Cut-out Template Details

External Dimensions

Ø1 1/4" [32mm]

BA
BA B

Ø1/2" [Ø13mm]

C

Ø1/2" [Ø13mm]

Note:

1. Body tube Daimeter:
1-1/4” (32mm)

2. Post Daimeter: 1” (25mm)

3. With white grommet seals
(Plastics)

4. With white bushing

5. Finished: BSS (Brushed)

A = 48” (1220 mm) 
B = 36” (914 mm) 
C = 6” (152.5 mm)

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates 

upon request using our conversion kits for non locking and locking pulls.)

Ø1"[25mm]

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)

nesto
Rectangle

nesto
Rectangle
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Glass Cut-out Template Details
Ø1 1/4" [32mm]

Ø1"[25mm]

BABA B

Ø1/2" [Ø13mm]

C

Ø1/2" [Ø13mm]

Note:

1. Body tube Daimeter:
1-1/4” (32mm)

2. Post Daimeter: 1” (25mm)

3. With white grommet seals
(Plastics)

4. With white bushing

5. Finished: BSS (Brushed)

A = 60” (1524 mm) 
B = 44.3” (1125 mm) 
C = 7.85” (199.5mm)

60” Non-Locking Ladder Pull Handle

PART #XP-60-BSS

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)
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Glass Cut-out Template

Ø1 1/4" [32mm]

BAB

Ø1/2" [Ø13mm]

C

Ø1/2" [Ø13mm]

BA

Note:

1. Body tube Daimeter:
1-1/4” (32mm)

2. Post Daimeter: 1” (25mm)

3. With white grommet seals
(plastics)

4. With white bushing

5. Finished: BSS (Brushed)

A = 72” (1828 mm) 
B = 60” (1524 mm) 
C = 6” (152.5 mm)

Ø1"[25mm]

72” Non-Locking Ladder Pull Handle

PART #XP-72-BSS

Glass Cut-out Template Details

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)

nesto
Rectangle

nesto
Rectangle
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Locking Ladder Pull Handle

TCM has taken the lead in identifying your need to have options while desiring security. No need to be confused about 
your choices and options! As shown we have   standardized a ladder pull design which will accommodate large format 
interchangeable core (LFIC) housings as well as small format interchangeable core (SFIC) housings. Tell us your 
desired core/cylinder and we will prepare your desired locking pull.  TCM does not provide cylinder cores or keys. Of 
course we offer a selection of finishes, materials, and custom designs for your particular needs.
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Glass Cut-out Template Details

BA

Ø1 3/8" [35mm]

Ø1 3/8" [35mm]

BA B

Ø1" [Ø25mm]

Ø5/8" [Ø16mm]

C

Note:

1. Size: OD-Ø35mm*48” (1220mm)C&C1050mm,
posts diameter is 35mm

2. With metal washers and grommet
scals(Plastics)

3. With white bushings

4. Finished: BSS (Brushed)

5. Integral locking facility Key operated from
outisde Thumb turn inside (Factory supply
without lock core)

6. Supply with spring floor receiver

A = 48” (1220 mm) 
B = 41.3” (1050 mm) 
C = 3” (76 mm)

48”Locking Ladder Pull Handle

PART #LP-48-BSS-SFIC

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)



DetailsGlass Cut-out Template

60” Locking Ladder Pull Handle
PART #LP-60-BSS-SFIC

Ø1 3/8" [35mm]

Ø1 3/8" [35mm]

B

A

B

Ø1" [Ø25mm]

Ø5/8" [Ø16mm]

C

B

A

Note:

1. Size: OD-Ø35mm*60” (1524mm)C&C 44.3”
(1125mm,) posts diameter is 35mm

2. With metal washers and grommet
scals(Plastics)

3. With white bushings

4. Finished: BSS (Brushed)

5. Integral locking facility Key operated from
outisde Thumb turn inside (Factory supply
without lock core)

6. Supply with spring floor receiver

A = 60” (1524 mm) 
B = 44.3” (1125 mm) 
C = 3” (76 mm)

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.) Page 16
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DetailsGlass Cut-out Template

72” Locking Ladder Pull Handle
PART #LP-72-BSS-SFIC

C

A

B

Ø1 3/8" [35mm]

Ø1" [Ø25mm]

Ø5/8" [Ø16mm]

D

Ø5/8" [Ø16mm]

C

A

B

C

B

Note:

1. Size: OD-Ø35mm*72” (1828mm)C&C1125 &
525mm, posts diameter is 35mm

2. With metal washers and grommet scals(Plastics)

3. With white bushings

4. Finished: BSS (Brushed)

5. Integral locking facility Key operated from outisde
Thumb turn inside (Factory supply without lock core)

6. Supply with spring floor receiver

A = 72” (1828 mm) 
B = 20.6” (525 mm) 
C = 44.3” (1125 mm) 
D = 3” (76 mm)

Ø1 3/8" [35mm]

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)
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60” Locking Ladder Pull with IC Housing

PART #LP-60-BSS-LFIC-SCHLAGE

Ø1 3/8" [35mm]

Ø1 3/8" [35mm]

Ø1 3/8" [35mm]

B

A

LFIC

Ø1 3/8" [35mm]

Ø1 3/8" [35mm]

Ø1 3/8" [35mm]

B

A

A = 60” (1524 mm) 
B = 44.3” (1125 mm)

SFIC

(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)



ADA Accessible Door Handles
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LFIC

45mm
1.77in

1254.13mm

49 3/8"

Corridor Office

28mm
1.10in

855.63mm
33.69in

1524mm
60"

12.70mm

1/2"

A

381mm
15"

180 DEGREE
ADA LEVER

269.88mm

10 5/8"

30mm
1.18in

287.38mm
11.31in

A

855.63mm
33.69in

25mm
0.98in

25mm
0.98in

287.38mm
11.31in

Notes:

1. Body tube diameter: 1.38" (35mm)
2. Bottom Post Diameter:

1.38" (35mm)
3. Top Post Diameter: 1.77" (45mm)
4. With white grommet seals (Plastic)
5. With white bushing
6. Finish: BSS (Brushed Stainless

Steel)
7. Substrate: 2

1" and 38" Glass
8. Using 1.5mm wall thickness tubing

Please note: TCM manufacturers to specific guidelines regarding ADA accessible handles. However, due to specific project guidelines outside of our scope, differentials and interpretations of ADA 

regulations per state, compliance to ADA design of this handle is the responsibility of the project design team. Ultimately TCM accepts no liability for project or product approval and acceptance based on 

this or any particular ADA pull design. ALL INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF T-CONCEPTS SOLUTIONS. ANY REPRODUCTION IN WHOLE OR IN PART IS

PROHIBITED WITHOUT PRIOR WRITTEN CONSENT.(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)

96mm
3.78in

35mm
1.38in

65.50mm
2.58in

83mm
3.27in

SECTION A-A
SCALE 1 : 3

123mm
4.84in

1.50mm
0.06in

Glass Cut-out Template Details

Dust Proof Spring Loaded Floor 
Receiver Included

ADA Staggered LFIC Locking Ladder Pull Handle
Drawing No. LLNSP-49.375/60-BSS-LIFIC-ADA
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[35mm]

   1.38”

Glass Cut-out Template

Custom Ladder Pull Handle
PART # LLNSP-37.375/48-BSS-SFIC-ADA

Dust Proof Spring 
Loaded
Floor Reciever:

Corridor Office

25mm

0.98in

25mm

0.98in

855.63mm

33.69in

287.38mm

11.31in

30mm

1.18in

949.33mm

37 3/8"

45mm

1.77in

41.78mm

1.64in

1219.20mm

48"

269.88mm

10 5/8"

12.70mm

1/2"

287.38mm

11.31in

855.63mm

33.69in

76.20mm

3"

SFIC

180 DEGREE
ADA LEVER

35mm

1.38in

65.50mm

2.58in

96mm

3.78in

123mm

4.84in

83mm

3.27in

1.50mm

0.06in

SECTION A-A

’

Notes:

1. Body tube diameter: 1.38” (35mm)
2. Bottom Post Diameter: 1.38” (35mm)
3. Top Post Diameter: 1.77” (45mm)
4. With white grommet seals (Plastic)
5. With white bushing
6. Finish: BSS (Brushed Stainless Steel)
7. Substrate: 1/2” Glass
8. Include Hardware for 1 9/16” steel door.
9. Using 1.5mm wall thickness tubing

35mm 

A A’
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45mm
1.77in

1219.20mm
48"

1676.40mm
66"

57.15mm

2 1/4"

152.40mm
6"

30mm
1.18in

35mm
1.38in

304.80mm
12"

LFIC

SARGENT

180 DEG.
LEVER TURN

16mm
0.63in

1219.20mm
48"

25mm
0.98in

152.40mm
6"

974.73mm

38 3/8"

2346.33mm

92 3/8"

ADA RANGE: 38" - 48"

Notes:

1. With white grommet seals (Plastic)
2. With white bushing
3. Finish: Brushed (BSS)
4. Substrate: 1/2" (12.7mm) aluminum
5. For top locking request TCS must
have your finished height dimension for
proper ADA design

Top Locking Ladder Pull Handle

35mm
1.38in

35mm
1.38in

Glass Cut-out Template Details

Drawing No. LLNSP-66-BSS-LFIC-ADA-TOP

Vertical Top mount receiver upon 
request.

For all  TOP locking pulls  TCS must know 
height of finish opening 

Please note: TCM manufacturers to specific guidelines regarding ADA accessible handles. However, due to specific project guidelines outside of our scope, differentials and interpretations of ADA 

regulations per state, compliance to ADA design of this handle is the responsibility of the project design team. Ultimately TCM accepts no liability for project or product approval and acceptance based on 

this or any particular ADA pull design. ALL INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF T-CONCEPTS SOLUTIONS. ANY REPRODUCTION IN WHOLE OR IN PART IS

PROHIBITED WITHOUT PRIOR WRITTEN CONSENT.(The above drawing is suited for 3/8” (10mm) or 1/2” (12.7mm) glass. TCS can offer this pull for 1-3/4” (44mm) substrates upon request using our 
conversion kits for non locking and locking pulls.)
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Accessible (ADA) Handles 

Let TCM be your “go-to” source for your 
specific handle needs. We will alert you to:

- Updated designs approved for “accessible” use.
- Prototype your specific project handle(s).
- Offer you locking options…LFIC or SFIC.
- Offer you a selection of finishes and material (316SS).
- Perhaps stock your specific design based on your overall need.

Contact TCM for your next design!

 Interested in learning more about ADA requirements for glass door hardware? Visit our article featured in 
The Construction Specifier Magazine

https://t-concepts.com/2017/07/ada-requirements-glass-doors/



Oil Dynamic Hydraulic Glass Hardware
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Auto-Patch™ Hydraulic Patch Pivot Technical Data: Max. 

load capacity: 220 lbs (100 kg)

Door width 36” –  42” (750 – 1067 mm)

Door height: 98” (approx. 2500 mm)

Glass thickness: 3/8” – 9/16” (10 – 15mm) tempered glass 

Tested with 500,000 cycles

Opens both sides

Zero position adjustment: approx. 4°

Temperature range: -4°F to 122°F (-20°C to 50°C)

Hold position at 90°

Variable closing speeds

2 closing ranges: 90°-30° and 30°-0°

Can be used with a door stopper

Available stocked finishes: BSS,  

and MBLK Additional available 

finishes: PSS, Oil Rubbed Bronze 

and Titanium Black 

Our hydraulic patch fittings are a fundamental element for the future of 
glass design. Its inherent low-profile nature 
makes it virtually disappear to one’s eye upon installation. Yet because of its 
seamless operation and stealth function, 
you know it’s there.

The hydraulic pivot surface mounted hardware aids in floor variances and 
tolerances, less material equates 
to less cost and time of actual installation is more than cut in half. Cost 
savings and a revolutionary approach

Auto-Patch™ Hydraulic Patch Pivot

ALL INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF T-CONCEPTS SOLUTIONS. ANY 
REPRODUCTION IN WHOLE OR IN PART IS PROHIBITED WITHOUT PRIOR WRITTEN CONSENT.

It’s been some time since a unique piece of architectural glass 
door hardware could be labeled as “revolutionary”. 
We feel the time has arrived and it’s the perfect description for our 
Auto-Patch™  hydraulic patch pivot.

What has quickly become our norm in the world of A & D is for 
hardware to be less apparent, less evident, 
and for glass to be the feature statement of a project installation.

Frameless glass doors are present within interior design and 
construction now more than ever. 
Until now architectural hardware options to support a frameless 
glass door were limited, and to be honest, left a lot to be desired. 
Bulky, challenging box spring closers were the only solution for far 
too long. 

That was until, the launch of the Auto-Patch™ hydraulic patch 
pivot.

For EGRESS applications, TCM offers a No Hold Open 
( NHO) design
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Weight restrictions and warranty note:

Up to 100 kg {220 lbs}
 Two years

- Multiple finishes available: BSS, PSS, MBLK and
others upon request

CONSISTS OF BOTTOM 
HYD. TOP PATCH & PIN

DetailsGlass Cut-out Template

Auto-Patch Hydraulic Fitting Hardware

PART #RJW1012-BSS-AP 

A

C

013 mm

BD

013 mm

3-5/8” - 92 mm

DETAIL B

DETAIL A

B

MACHINING DETAIL - PIVOT DOOR
            3/4” = 1’-0”

A =  24” (610mm)
B =  36” (914 mm)
C =  60” (1524 mm)
D=  84” (2134 mm)

DETAIL A

DETAIL B

TOLERANCE FOR MACHINING DETAILS:
+0, -1/16”
ALL DIMENSIONS MUST BE HELD.

5-13/16”
148 mm

Ø3/4”19 m
m

2-11/16”
68 mm

3
6
 m

m

3
7
 m

m

     7”
178 mm

2
-3

/1
6

”
5

6
 m

m

6-5/16”
161 mm

R 2-3/16”
55 mm

R 3-1/8”
80 mm

R 3/16”
5 mm

ALL INFORMATION CONTAINED IN THIS DOCUMENT IS THE PROPERTY OF T-CONCEPTS SOLUTIONS. ANY 
REPRODUCTION IN WHOLE OR IN PART IS PROHIBITED WITHOUT PRIOR WRITTEN CONSENT.
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8010 8060

Biloba 8060 8010 Hydraulic Hinges

This hinge  represents the evolution and synthesis between the 

automatic-mechanical hinge and the hydraulic door closer. Developed for 

internal doors,  it keeps its self-closing characteristics. Speed is 

adjustable. Tested for more than one million cycles and covered by 

international patents. 

Available in standard finishes. 

Glass thickness 3/8” (10mm) & 1/2” (12.7mm) Max Door width 39”, Max weight 

220 lbs.

T-Concepts Solutions is an official, certified distributer of Colcom Group Producs.

8010 8060

Biloba  EVO Hydraulic Hinge

The first hinge with automatic and adjustable 

closing, and constant speed braking control. 

For all door opening angles up to 180°. Also 

available in the version with automatic closing 

from 90° to 0°. It p revents unhinging through 

a shock absorber and has a n over-pressure 

device that avoids  breaking  in accidental 

shoving scenarios.

Available in standard finishes. 

Glass thickness 0.31” (7.9 mm) - 0.85” (21.6 mm) 

Door width 31.5” - 47.24”. Max weight 264.6 lbs.

835E50835E10



Pureglass
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1. PureGlass® was designed specifically to enhance and evolve sliding glass door hardware along with maximizing glass
aesthetics and future design trends.
2. T CONCEPTS MIAMI (TCM) believes that the look of maximum glass and minimal hardware is where design is and will
continue to move ahead in the A & D community as well as savvy developers.
3. In this global market it is critical to design sliding glass door hardware systems which posses: forward thinking features,
minimal amount of parts, range of options, minimalistic design, adjustability for proper and time-saving installation, and the most 
competitive price in the market.
4. With our collective years of experience in the sliding door market, we knew where the improvements needed to be made and 
where innovation could be captured. The ultimate sliding glass door hardware has arrived.
5. T CONCEPTS MIAMI  (TCM), Inc. feels strongly that every sliding door hardware system MUST include a “soft close” design!
This feature not only offers a great finish to the movement of a sliding door itself, but it as well provides an anti- slam result which the market 
demands.
6. From frameless sliding glass doors, sliding door with glass side-lites, glass walls, recessed hardware and “barn door”
approach … we have the options to serve you and your project. The next generation of sliding door hardware is here – say hello to 
PureGlass®.

Pureglass

1. Single extrusion/ valance design for easier installation
and minimalist design with ultra functional 2 PIECE
base track.
2. System tolerance for un-level surfaces: 1/2″ minimum
3. Custom designed and tested clear dri-fit gasket for
dry glazing your fixed glass requirements
4. Innovative “soft close” devices for your anti-slam needs
5. Rated for 100 kgs (220 lbs) weighted systems
6. Use with ½” tempered glass
7. High quality ball bearing pressure clamp design…no
glass drilling

1. Material: Clear Anodized Aluminum
2. Wall or Ceiling mount available
3. Stocked in Miami, FL.
4. Systems tested up to 100,000 cycles (minimum) as per EN1527
5. Anti-jump roller mechanism
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PUREGLASS 90

PART # TCS8620A

Maximum weight 100kg

Installation Plan
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Installation parts

Installation Plan

PUREGLASS 100T
PART # TCS8620T

Maximum weight 100kg
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PART # TCS8620W
The maximum weight 100kg

Installation Plan

PUREGLASS 100

Installation Parts
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Installation Parts

PUREGLASS 100-W/AL
PART # TCS8620B

Installation Plan



T-CONCEPTS SOLUTIONS

ABOUT T CONCEPTS MIAMI

T CONCEPTS MIAMI (TCM) is a Miami-based manufacturer of architectural door 
hardware. Our firm specializes in locking ladder pulls, non-locking ladder pulls, custom pull 
handles, ADA compliant hardware, hydraulic hinges + patch fittings, along with complete, 
revolutionary environments’ solutions. TCM services clients throughout North and South 
America, and Europe.

T CONCEPTS MIAMI  has taken a long look at the glass hardware industry…and decided it’s 
time for a transparent evolution.

For more information, visit us online or contact us directly.

REQUEST A QUOTE

RFQ@T-CONCEPTS.COM

CONTACT US

T-CONCEPTS.COM | 888.409.9340

HELLO@T-CONCEPTS.COM

https://t-concepts.com/
https://www.youtube.com/channel/UCz1VcPA3yQ9E7fRpVwWxCHg
https://twitter.com/TCSolutions3
https://www.facebook.com/tconceptsolutions/
https://www.linkedin.com/organization-guest/company/t-concepts-solutions?challengeId=AQHLgOG4pIRGTwAAAXLxtjXyUJN-B8oEIscA_a5Y0Kn_v8dyxmWKVF20_r3hCOjqxZ71RV38MQQ8ZxeksoSNtXnuLFAr9Aaj0w&submissionId=3f3ca97f-ba28-1c16-f94d-00fb3998807c
https://www.instagram.com/tconceptssolutions
https://www.environmentscomplete.com/
https://www.pinterest.com/tconceptssolutions/
https://t-concepts.com/wp-content/uploads/2021/02/T-Concepts-Drop-Down-Seals-Catalog.pdf
mailto:RFQ%40T-CONCEPTS.COM?subject=
http://T-CONCEPTS.COM
mailto:HELLO%40T-CONCEPTS.COM?subject=
https://t-concepts.com/wp-content/uploads/2021/02/T-Concepts-Drop-Down-Seals-Catalog.pdf
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