
INSTALLATION 
MANUAL

URHD
LOCKING HANDLE



INSIDE 
THE BOX:

TOOLS 
REQUIRED:

1
2
3
4
5
6 

7
8
9

SET SCREWS (M6)
CONNECTING BOLT
LOCKING POST WASHER
FLAT HEAD SCREW
TRANSITION PLATE
RIM CYLINDER 
(HORIZONTAL TAILPIECE)
CONNECTING NUT POST
WASHER
POST BUSHING

3MM HEX KEY
4MM HEX KEY
PHILLIPS SCREWDRIVER

GETTING 
STARTED

URHD LOCKING HANDLE / INSTALLATION MANUAL

Loosen (4) m6 
set screws using 
3mm hex key

Separate  
handle halves

STEP 1 STEP 2



Remove 
connecting 
bolt/nut/ 
washers

Position of 
transition plate

Note hole position on 
transition plate for RIM 
cylinder compatibility. 
Hole #1 prepared for: Yale, 
Schlage, Primus, Medeco
Hole #2 prepared for: 
Sargent, Corbin, SFIC
If re-positioning of transition 
plate is required, unscrew flat 
head screw usin

Remove dummy 
cylinder using 
4mm Hex key

STEP 3

STEP 5

STEP 4

URHD LOCKING HANDLE / INSTALLATION MANUAL

Reverse step 
4 to install RIM 
cylinder

STEP 6

Tailpiece of RIM 
cylinder must be in 
horizontal orientation 
to mate with internal 
handle hardware.



URHD LOCKING HANDLE / INSTALLATION MANUAL

Line up 
bushings of 
handle half to 
glass cut-outs

Line up 
handle halves

Tighten set 
screws using 
3mm Hex key

Re-install 
connecting bolt/
nut/ washers

STEP 7

STEP 9 STEP 10

STEP 8

INSTALLATION 
COMPLETE

T- C O N C E P T S . C O M  


