PUREPIVOT - ADA-E10 CS

Oil-Dynamic Doorcloser Hinge System

| | The PUREPIVOT-ADA system is designed to
7 meet ADA compliance code #404.2.10.

Customize your system for jam mounted or
wall mounted applications.

Tested to a minimum of 500,000 cycles.

Available in standard finishes.
Glass thickness 0.31” (7.9 mm) - 0.85” (21.6 mm)
835E10 Series Door width 39.4” (1000mm). Max weight 264.6 Ibs.

(Shown above)
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PUREPIVOT - ADA-E10 CS

Oil-Dynamic Doorcloser Hinge System
System with 1 Evo SOL (free) + 1 Evo hydraulic
(force 2 according EN-1154):

Opening : 22 Nm 4.92 Ibs.

Closing : 17 Nm 3.80 Ibs.
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PUREPIVOT - ADA-E10 CS

Oil-Dynamic Doorcloser Hinge System

Determining the hand required for your application:

DIN 107

v
R L

DESTRA SINISTRA
RIGHT LEFT

DIN 107

SINISTRA DESTRA
LEFT l ‘ RIGHT

All information contained in this document is the property of t-concepts solutions. -
Any reproduction in whole or in part is prohibited without prior written consent. WwWw. T c once p t s.com





